Electrical Engineering Lah Equipments

Power System / Relay Lab Trainers ——

ME 2487R - Over Current Relay Testing Kit ( Static Type) | ME 2488R - Negative Sequence Relay Testing Kit (with Three Phase 3HP
Objective: Induction Motor)

» To study the constructicn of relay i Objective:

e Test an Over Cumrent Relay { Stafic Type) in over current protection scheme + o To study the construction of relay
for operating characterisfic using current injection : e To cbtain the characteristics of negative Sequence Relay

e To cbiain the time & current characleristics of an Over Current Relay { Siatic
Type) :

Technical Specifications: :
» Relay Type : Over Current Relay (Static Type) . Technical Specifications:

» Terminals : 2mm Terminals for Trip, Current Output and Input ¢ @ Relay Type : Negative Sequence Relay (Static Type)
e Mefers (Digital) ~ : 1No. AC Current Meter 0 — 20Amps & 1 No, Digital * Terminals :4mm Terminals for Input & cutput Supply
Timer .0001sec. to 9999sec. (Auto} (96mmx 48 mm} : ® Meters (Digital} : 3Nos. AC Cumrent Meter 0 — 20Amps & 1 No. Digital
® Cumentinjecler  : Inbuilt variable current injector 20Amps 1o create : Timer .0001sec. To 9999sec. (Aulo) (96mm x 48 mm)
Phantom Fault Current ‘o |ndicators : Provided on front panel for Mains, Current, Trip, Alarm
o |ndicators » Provided on front panel for Mains, Current, Trip & Alarm &metor on
® Swilches : Provided on front panel for Mains, Timer Reset, Test @ ® Switches : Provided on front panel for Mains, Timer Reset, Test
Switch (ON/OFF} : Switch (ONFOFF) & Fault Switch,
= Relay Circuit Diagram: Screen Printed on front panel size 700mm x 400mm * Relay Circuit Diagram: Screen Printed en front panel size 700mm x 400mm
® Dimensions 1 700mm x 400mm x 300mm i ® Dimensicns : 700mm x 400mm x 300mm
» Weight : 30Kgs Approx. . * Weight : 30Kgs Approx.
* Power Requirement : 220VAC +10%, 50Hz : ® Power Requirement : 440VAC +10%, 50Hz
Standard Accessories: 3 phase Induction Motor 3 HP
o Power Cords, Patch Cords, Instruction Manual. ¢ Capacily :3HP
: e Cage : Steel body i
» Class : EClass
et Pkt Raia) . » RPM : 1500 approx.
ls(0.1R+REa)in ! o Shaft : Single
5 s Current 15 Amp Max,
: ® Winding : Stater Winding )
. * ® |nput Terminal s S ‘w_’/ \
e : » Wounting : Foot Mounted Agreement Ll
oo [ 28] i o Powerrequirement :415VAC +10%, 50Hz
- R Ei:j Ml . Standard Accessories:

: » Power Cords, Paich Cords, Instruction Manual & Induction Motor 3HP,

Wars rasarves the right to alter Design/Specification of any instrumsnts without pricr notics or information for bettzmient of the product .PW“{.SYSfﬂm 1 Relay
Lab Trainers



